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Disclaimer: These drawings 
represent the layout of lighting 
equipment and accessories only. The 
designer is unqualified to determine 
structural appropriateness of this design 
and will not assume responsibility for 
improper rigging, engineering, hanging, 
handling or use of this lighting 
equipment. All materials, hardware, and 
hanging techniques must comply with 
the most stringent applicable federal 
and local fire and safety codes.

REVISONS:
1/29/22.................Overheads 
1/29/22..................Taildowns
1/29/22..................H. Booms
1/21/22..............Adds/Booms

PLATE:     2   /  2

PRACTICALS	+	TAILDOWNS					
	&	BOOMS
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Notes:
- Taildown Side-Arm Heights Measured from LX Pipe
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Z S4 ParNel @ 750w

Colorado 1 Quad Tour 
 @ 120w

AURA 19x15w @ 285w 
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Lineset 6- Practicals 1

Notes:
- 1 ParNel above each elevator door Channel (171-173)
- Units screw/bolt into an 8" 2x4, which is mounted 
approximately 3' above the top of each functional door
- 1 ParNel Unit Channel (174) on Floor Base US of Center Door

Notes:
-  Practical lights on LS-6 and LS-11 hang level 
on thin black chain-link or tieline, approximatey 
8' from pipe

Lineset 11- Practicals 2

WORLD WIDE WICKETS
(SIGN) CHANNEL: 180

TV Studio Rover

2K

181

Notes:
-1, 2K Fresnel (like)  Unit  
Clamped directly to the top of a 
6' Pipe, on a rolling dolley.

- Suggestion to mount a pipe 
flange base to a rolling dolly for 
the 6' Pipe to screw into

           Party String/Node Lights
   50-RGB Node String (not to scale) 
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Notes:
-  1 MFL or WFL Birdie with R65 Color, mounted 
under the TV on Biggley's Desk ...
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       TV BIRDIE
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Notes:
- Boom Lights Hang Directly on C-Clamps on the Pipe
- Boom Light Heights from Stage Deck
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Notes:
- Boom Lights Hang Directly on C-Clamps on the Pipe
- Boom Light Heights from Stage Deck
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